Material safety data sheet

Bagtion 1:Product Kiantification
LAFR Flooring Repair Achesive

&Twﬂgﬁg;mmw ToLi. Free No, 800-769-8853

Hazardous nlnh: No hazardous ingrdignts or mixaures.

Saction & Physinsi/Chamiosl Charscteriatics

Balling point: 212°. Vapor Prasaure (mmHg) 179-209C (Vaper Density Alre1): <.
Solubility in Watsr: Soluble

Appearanoe and Odor: Milky-white fiquid; Mild Non-Irritating

Spediiic Gravity: 1.0-1.2.

Meiting Point: 50-84%

Evaporation Rale: <1 {Butyl Acetate+1)

Flash Paint Method: Non-Combustible

Flammabile Limits: N/A

Bxtingulshing Media: Water fog-dry reein only

Spacial Flre Fighting Procedures: As a reain, matarials is not flammabla. However the dried résin is
flammabie similar to wood. Buming emits dense black smoka.

Unusual Fire and Explosion Hazards: Materinis can spatter above 100°C/2129F

Santion §: Rascsivity Data

Stablity: Stable. Condltions to Avold: N/A

Ingompatibility (Materals to Avaid): Addition of chamioals may cause coagulation

Hazardous Decormposttion or By Products: If bumed produces a dense biack smoke and noxigus gases.
Hazardous Palymerization: Condition to Avoid; N/A. Will not occur.

Primary Bouta(s) of Eng. inhalation: Move to fresh air

Bkin: Wash affected areas with soap and vater

Ingestion: Driric plenty of water

Health Hazards (Acute and Chronke): None kiown

Signa and Symptama of Rxpasyra: Pazalbla nild inrftation 1o the ayas.
Good hyglenio practioss should be followed.

Medioal Congitions Generally Aggravated by Exposure: None known
Emergency and First Ald Procadures: Flush with water for 5 minutes
Skin: Wash affected areas with soep and water

inhaiation: Move Lo fresh air
Baction 7: Preceutions For Gais Handling And Liae

Steps 10 be taken in case materials is releasud or aplilod: Keep spactators away. Floor may b Mippery.
Use oars to avoid falling. Dike spill with sand. Transfer liquid to containers for disposal. Rinse
remaining materials with water befors atlowing to dry out. Waste disposal mathod: Coagulats liquid with
addition of ferric chionde and lime. Lancflll solids and diking materials according to local reguigtions.
Praoautions t0 be taken in handling and atoring:

Keop from freezing. Store at temperatures between 40°F and 90°F,

Material may develop bactaria odor on long tarn storage,

Other Precautions: 8pilis may cause slippery surface. Product when dry Is hard to ramove.

Practice reasonabla care to avold repeated pralenged skin contact.

Siection 8; Control Messms
Reapiratory Protection: None required f good ventitation is maintainad.
Local Exhaust: N/A Protective Gloves: Suggested, not mandatory. Eyes: Safety glassas.
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